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Jaw Crusher

Impact Crusher

Gyratory Crusher

VSI Series Vertical Shaft Impact Crusher

v

Through independent research and development, our jaw crushers of big and mid-bid model are placed in
leading class in china. It has features of great crushing ratio, high productivity...

PE/PEX Series Jaw Crushers is of single toggle type, and used widely in mine, metallurgy, construction, road,
railway, hydro-electric, and chemistry. It is suitable for the primary or secondary crush of large rock with
compressive resistance no more than 320MPa. PE is used for primary crushing, and PEX is used for
secondary and fine crushing.

e R G Limestone, shale, calcium carbide, carbide slag,
bluestone, basalt, river pebbles, copper, ore etc.
S stone mining, metallurgy industry, building material,
Application highway, railway, and chemical, etc.
IFechnical D
lechnical Data

Capacity 10t/h-500t/h

U EVEEL I - 120mm-1020mm

' Sizeof Feed | Max Feed 'Discharge Range
' Opening(mm) | Sizelmm) = Opening(mm]

Motor Power .., .
[le Welght[t]

Model Capacity(m3/h)

|

PE-400x600  400X600 340 40-100 10-40
PE-500X750  500X750 425 50-100 25-60 55 10.5
PE-600X900  600X900 500 65-180 30-85 55-75

PE-750X1060  750X1060 630 80-180 72-150 90-110 28
PE-800X1060  800X1060 680 100-200 85-143 90-110 30
PE-870X1060  870X1060 750 170-270 145-235 90-110  28.45
PE-900X1200  900X1200 780 100-200 100-240 10-132 452
PE-1000X1200  1000X1200 850 200-280 190-275 10-132 45.7
PE-1200X1500  1200X1500 1020 150-300 250-500 200-220 89
PE-250X1000  250X1000 210 25-60 10-30 30-37 6.5
PE-250X1200  250X1200 210 25-60 13-35 37 11
PE-300X1300  300X1300 250 20-90 13-53 75 11.4
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JC Series Jaw Crusher

JC231
JC340
JC3540
JC440
JC443
JC549
JC5149
Jeng

JC5155
JC649
JC659
JC663
JC771
JC983

Size of Feed

Opening(mm)

510X800
600X1020

650X1060
760X1020
850X1100
950X1250
1100X1250
1070X1400
1170X1400
1100X1250
1200X1500
1200X1600
1500X1800
1800X2100

Discharge
Range(mm)

40-150
60-175

110-225
70-200

80-215
110-250
160-300
125-250
225-350
125-280
150-350
150-350
150-350
175-350

JC series Jaw Crusher has adopted advanced crushing
technology and research achievement, it is the new
crusher which is successully developed by using finite
element analysis method based on years' experience
on jaw crusher designh and manufacture.

Compared with traditional jaw crusher, JC series Jaw

Crushers pay more attention to the details. Adopt
high-strength material, first-class manufacturing
process, and the JC series Jaw Crushers provide the
advantages of excellent-strength structure, reliable
equipments,higher crushing ratio, bigger capacity and
lower cost.

. Motor Power Weight

90-250 99-75 9230
85-300 75-90 16783
120-400 75-90 16783
120-520 90-110 27303
170-625 110-160 dillf22
260-810 132-160 90325
350-900 132-160 91716
360-920 160-200 99773
600-1100 160-200 61845
385-920 160-200 95964
400-1200 200-250 88311
900-1450 220-250 87106
600-1800 315-400 126411
700-210

HC Series Impact Crushers

HC Series Impact Crushers are built on advanced technology
with a combination of domestic applications. The overall
structure is simple, practical and reasonable.

HC Series Impact Crushers can crush kinds of soft and

medium-hard ore, for coarse, medium and fine crushing, in
primary and secondary crushing process. The series can be
widely used in mining, construction, chemical, cement,
metallurgical industries, etc.

Granite, imestone, concrete, lime, plaster Capacity 50-1200t/h
ol Mining, metallurgy, construction, highway, railroad, q .
Application e e VEVECER RSP 300mm-1600mm

Technical Data of HC/HSI Series
Impact Crushers:

Overall Dimension
Max Feed ' Motor Power Weight(Motor
RS Size([mm) Throughput{t/h] (kw) T not included)(t)

( the biggest size )
HC128 300 40-70 37-55 3115*1600*2932 11.8
HC139 500 50-80 95-75 3060*2048*2935 14.6
HC239 500 100-180 110-132 3095*2048%2970 14.7
HC255 500 100-290 132-160 095223982910 17.4
HC359 I 700 180-350 200-250 3415%2666*3127 22.2
HC459 750 220-450 250-315 3717*3020*3301 27
HC579 800 250-550 400-500 shlei gl ar iRl 36.2
HC679 1000 400-700 560-630 4019*4064*3652 532
HC779 1300 500-850 630-800 4785*4338*4849 79
HC798 1300 750-1100 800-1250 4825*4838*4849 90.8
HC898 1500 1000-1500 1000-1600 9382*5445*5454 112.8
HC8118 1600 1400-1900 1400-2000 9382*5945*5454 1355

Overall Dimension | .

et | gt et | W

( the biggest size )
HSI379 350 240-460 250-280 3271*3527*2730 23178
HSI1498 400 275-560 280-355 Q7D 022838 2112
HSI5118 450 375-825 500-710 3552*4547*2746 36.2
HS16118 500 600-900 800-900 3733*5272*3306 96.2
HSI7138 500 875-1490 900-1250 4785*5838



SENYA CONE CRUSHER
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Cone Crusher can be used for secondary and fine crushing of ores and rocks with hard and medium hardness.
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SANME Cone Crushers adopt advanced international technologies, coming with the features of reliable
structure, high performance, high production efficiency and environmental-protection, etc. Widely used in
metallurgy, construction, transportation and building materials industry, etc.

SMH Series Cone Crushers

crushing and improves the yield greatly.

SMG Series Cone Crushers

SMS Series Cone Crushers

SDY Series Cone Crushers

and optimization of the optimized. .crushing cavity.

SMH series hydraulic cone crusher is a high-performance cone crusher. By optimized
combination of the rotation rate, stroke and the crushing cavity, it realizes the laminated

SMG Series Cone Crushers not only provide the features of high reliability, but also with
the features of high crushing efficiency, low operation cost, good shape of the end
products.

SMS Series Fully Hydraulic Cone Crushers adopts international advanced technologies
and has high performance. It is suitable for hard and medium hard rocks and ores.

SDY Series spring cone crusher is the new series spring cone crusher which owns
international advanced technology and with the superior performance. Fixed shaft design

SMH Series Cone Crushers

SMH120C
SMH120M
SMH120F
SMH180C
SMH180M
SMH180F
SMH250EC
SMH250C
SMH250M
SMH250F
SMH350EC
SMH350C
SMH350M
SMH350F
SMH550EC
SMH550C
SMH550M
SMH550F

ax Feeding
Size(mm)

160
130
102
180
140
60
260
220
150
(il'5
315
230
205
180
450
350
320
268

Discharge
Range(mm)

22~32
13~26
9~22
22~32
13~32
9~22
26~51
19~51
16~38
13~31
38~63
26~63
22~52
16~38
38~89
31~76
25~63
19~52

1.Strong crushing ability, high efficiency productivity, high

capacity.

2.Hydraulic system is reliable, provide safe and effective
overload protection.
3.Types of crushing cavity are for wide range of product size

requirement.
4.Reasonable structure, advanced crushing principle and
technical data, reliable work and low cost.
5.Use hydraulic adjustment and hydraulic clean cavity setting,
greatly increase automation.

Moter Capacity(t/h) -- open circuit,closed discharge(mm)

9 113 016 |19 122 )26 /32 /138 )51 )63 |76/ 89

Power(ku]
75-90
75-90 70 85 100
75-90 58 70 85 90
132-160
132-160 90 115 135
132-160 60 80 100 120
160-200
160-200 182
160-200 140 165
160-200 IR 133 s
250-280
250-280
250-280
250-280 212
355-400
355-400
355-400
355-400 392

120 130
120 130
110
185 195
160 180
140
250
209 236
185 220
176 192

366
296 343
270 320

612
453 535

150

215
200

290 340 395
279 334 365
2405
226
955 649 766
430 468 329 657
387 427 479
355 374
920 1179 1380 1475 1566
800 850 100 1288 1398
735 815 980 1137
620 725 867



Technical Date of SMH Series

SMG Series Secondary/Tertiany,
Short Head Hydraulic Cone

Cone Crusher

Crushers:

ax Feedin
Model "s g

ize(mm)

Discharge

Range(mm)

Moter
Power(kw)

30516 !9

Capacity(t/h) -- open circuit,closed discharge(mm)
13 0116 119 | 22 )26 132 | 38

uper franme protictio
bushing

uper frame lining

uper frame

concave

distribute plate

main shaft
protecting sleeve
locked nut
verge ring

main body

mantle

SMH120DC 70  6-19  75-90 62 82 102 123 138
SMH120DM 51  5-16  75-90 45 58 78 99 116 = m
SMH120DF 35 3-13 75-90 30 45 58 78 95 e
SMH180DC 70 6-9  75-90 72 90 108 131 158
Model SMG100S SMG200S SMG300S SMG500S
SMH180DM 51  5-16  75-90 68 76 95 118 145 Moter power 90 160 250 315
Strok 16-25 = - *
SMH180DF 35  3-13  75-90 70 82 95 120 e L 18:40 L3l
Max ift during
) 2850 4750 8500 14200
SMH250DC 89  9-22 160-220 126 168 196 215 252 maintenance (kg)
Total weight (kg) 7500 12000 22500 36300
SMH250DM 70  6-16 160-220 88 117 156 172 Capacitiesit/h) 105-330  [INN215%800  390-860
SMH250DF 54  5-16 160-220 63 EEE 115 Bl 149
SMH350DEC 133  13-25 250-280 262 308 322 358 385
SMH350DC 133  10-25 250-280 208 262 308 322 358 385
SMH350DM 89  6-19 250-280 136 186 233 260 293 o
SMH350DF 70  6-13 250-280 136 186 233 o porwtn
SMH550DEC 203  16-25 400 516 593 656 696 T
SMH550DC 178 13-25 400 455 498 552 600 643
Model SMG100  SMG200 SMG300  SMG500 SMG700  SMGS0O
SMH550DM 133 10-19 400 355 416 472 530 Moter power 90 160 250 315 520 600
Strokelmm] 16-25 18-40 25-40 25-45  30-50 30-50
SMH550DF 105  6-16 400 276 355 385 448 —_—
Max ift during
) 1650 2850 5150 8600 15600 23000
maintenance (kg)
Total weight (kg] 5700 9500 17500 28000 53000 75000

Capacities(t/h)

175-538 - 387-1809




SMS Series Cone Crusher

hopper

bull gear —d l
-

cone feed plate

torch ring
hydraulic adjustment motor

concave
mantle
socket liner
main shaft

eccentric bushing

eccentric

frame Bushing

up Eccentric Thrust Bearing
down Eccentric Thrust Bearing

pinion

frame

Max Feed | Discharge Motor
Model lSize[mm] 'Range[mm] Power(kw)

SMS1000EC 150  22~32

6 |9 113 )16 |19 |22

SMS1000C 107 13~26 65 78 85 95 105
SMS1000M 76 10~22 90 53 65 78 85 95

SMS1000F 45 9~19 53 65 78 85

SMS1000EF 20 6~16 40 53 65 78

SMS2000C 185 22~38 170 185 200 225
SMS2000M 135 16~32 160 118 140 170 185 200
SMS2000F 95 13~26 95 118 140 170 185
SMS2000DC 76 10~22 78 joms 115 NP5 155

SMS2000DM 54 9~19 160 78 95 S 125

SMS2000DF 25 6~16 60 78 ol 115

SMS3000EC 235 26~51 245 270 320
SMS3000C 21 22~45 160-220 230 245 270 | 320
SMS3000M 150 16~38 155 | 175 1230 245 [ 270 320
SMS3000F 107 13~32 (NOM 155 WNliSE 230 W2E5M 270
SMS3000DC 78 10~22 105 130 160 165 210

SMS3000DM 53 9~19 160-220 105 130 160 165

SMS3000DF 25 6~16 90 105 130 160

SMS4000EC 299 32~51 365 420
SMS4000C 235 26~51 200-315 315 365 420
SMS4000M 199 22~45 266 315 365 420
SMS4000F 135 16~38 198 210 266 315 365 420
SMS4000DC 95 13~26 180 205 235 265 290
SMS4000DM 76 10~22 [ 200-315 145 180 205 235 265

SMS4000DF 45 6~19 120 145 180 205 235

SMS5000EC 335 32~51 460 560
SMS5000C 275 26~51" 315 400 390 460 560
SMS5000M 210 22~45 340 390 460 560
SMS5000F 150 16~38 285 305 340 390 460 560
SMS5000DC 102 13~26 230 280 340 375 410
SMS5000DM 76 10~22  315-400 175 230 280 340 375

SMS5000DF 45 6~19 145 175 230 280 340

SMS8000EC 355 32~63 720 800
SMS8000C 305 32~51

600

SMS8000M 260 26~45 620 720 800
SMS8000F 215 22~38 480 520 620 720 800
SMS8000DC 155 13~26 380 455 515 535 585

92 10~22 600 310 380 455 515 535

SMS8000DF 6~19 240 310 380 455 515

375
375

480
480
480

615
615
615

900
900

Capacity (t/h) —— open circuit, closed discharge (mm)
132 138 145 |51 |63

400

520
520

715
715

1028 1220

gear

adjusting Cap
bowl
clamping Ring

clamping Cylinders

adjustment Ring

tramp Release Assembly

bottom Plate pulley

17.5

17.5

17.5

25

25

25

8815

33.5

33.5

33.5
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SMX Series Gyratory Crushey,

Gyratory crusher is a largc-scale crushing machine used for primary crushing

of various hard ores or rocks,the feed material will be compressed, broken and
bended through gyrating movement of breaking head within the chamber. The top of
main shaft (assembled with breaking head) is supported within the bushing which is
installed in the middlc of spider arm; the bottom of the main shaft is mounted in the
eccentric hole of bushing. The breaking head gives a gyrating movement around axis

line of the machine while bushing rotating, and feed material can be crushed

continuously, therefore it is more eflicient than jaw crusher.

| ™

SMX810 1100 140-170 1120-1880 Sk
SMX830 1300 140-170 1560-2370 355
SMX1040 1400 160-210 2081-3015 450
SMX1050 1500 160-210 2350-3380 450
SMX1150 1500 140-170 3805-4930 800
SMX1450 1500 200-250 5315-6813 1100

VSI Series Vertical Shaft
Impact Crusher

VSI Series Vertical shaft Impact Crushers, which is
high-functioned equipment for making sand and shaping; is
researched and produced by our corporation, and owned
advanced world standards.This equipment has two types:

rock -on-rock and rock- on-anvil.

Model lMax Feed | Speed of Rotor | Throughput | Motor Power Dimensions '
| Size(mm) | (r/min) (t/h) (kw ) l (LxWxHX(mm)

VSI-3000 45(70) 1760-2210 30-60 99-90 3080X1757X2126 ~ <5555

VSI-4000 55(70) 1550-1940 50-90 110-150 4100X1930X2166 <7020

VSI-5000 65(80) 1330-1670 80-150 150-220 4300X2215X2427  <11650
VSI-6000 70(80) 1190-1490 120-150 220-320 5300X2728X2773  <15100
VSI-7000 70(80) 1050-1310 180-350 264-400 5300X2728X2863  <17090
VSI-8000  80(150) 1000-1100 250-380 400-440 6000X3000X3420  <23450
VSI-9000  80(150) 1000-1100 380-600 440-630 6000X3022X3425  <23980
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